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PERFORMANCE

NEW PRODUCTS 2022

The PIUSI EX GO! is a compact and sturdy ATEX vane pump;
expressly engineered to work safely in potentially explosives atmosphere.
As the name says, this continuous duty DC pump is easy to place thanks to the 
small sizes and represents the ideal solution for small mobile tanks thanks to the 
remote control (on/off switch) and long cables (5mt EXGO! Switch - 3mt EXGO! 
without Switch). It can be used to dispense several fluids: 
Gasoline and E15, Diesel, Paraffinic Biodiesel.
It is equipped with built-in bypass valve and a thermal protected motor.

•	CONTINUOUS DUTY
•	COMPACT AND STURDY DESIGN
•	EASY TO INSTALL
•	BUILT-IN BYPASS 
•	THERMAL PROTECTION
•	REDUCED NOISE LEVEL
•	SELF-PRIMING

DC 12V
VOLTAGE

 POWER

UP TO

32 L/MIN
FLOW RATE

0,8 BAR/1,2 BAR

WORKING PRESSURE/ 
MAX OPERATING PRESSURE

CONTINUOUS
DUTY

PACKAGING

CODE
WEIGHT PACKAGING N. BOX / EUROPALLET

KG LBS MM INCH PCS/BOX

F00381020 5,43 12 280X160X140 - 1 - -

F00381500 5,43 12 280X160X140 - 1 - -

II 2 G

Atex

FEATURES

EXGO! 12V DC ATEX SWITCH

EXGO! 12V DC ATEX

OUR PUMPS COMPLIES WITH THE FOLLOWING MARKING ATEX/IECEx
EX50 EX75 EX50 EX75

II 2 G Ex d db IIA IIB T4 Gb

GROUP CATEGORY TYPE OF 
EXPLOSIVE 

ATMOSPHERE

PERMANENT 
PREFIX

PROTECTION 
METHOD

GAS
GLASS

TEMPERATURE 
CLASS

EQUIPMENT 
PROTECTION 

LEVEL

EXGO! 
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IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 EXGO! 
•	 INSTRUCTION MANUAL

•	 BODY: CAST IRON
•	 ROTOR: SINTERED STEEL
•	 VANES: PPS
•	 SEAL: FKM
•	 SHAFT: STEEL

SWITCH ON/OFFBUILT- IN BY-PASS VALVE

Dimensions expressed in millimeters

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW RATE VOLTAGE DUTY CICLE
RPM

INLET OUTLET

L/MIN GPM AC 
VOLT/HZ

POWER
WATT

AMP. 
MAX. CONTINUOUS BSP

F00381020 (EX) EXGO! 12V DC ATEX SWITCH 32 8,5 12 84 10A YES 1400 3/4” 3/4”

F00381500 (EX) EXGO! 12V DC ATEX 32 8,5 12 84 10A YES 1400 3/4” 3/4”

EXGO!

TYPE OF FLUID GASOLINE

TEMPERATURE + 40/ -10°C

D

D

G

G

K

K

ELECTRIC CABLE WITH
CLAMPS
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PERFORMANCE

NEW PRODUCTS 2022

The PIUSI HAND PUMP is a rotary vane pump suitable for transferring low 
viscosity oils and diesel. Entirely designed, manufactured and certified in Italy, 
this sturdy pump guarantees a professional performance and easy transfer.•	OPTIMIZED SUCTION CAPACITY

•	STURDY CONNECTOR
•	HEAVY DUTY LEVER
•	FLUENT REVOLUTION
•	HIGH EFFICIENCY
•	ADJUSTABLE SUCTION PIPE

UP TO

38L
PER 100 REVOLUTIONS

FLOW RATE

3MT
LENGTH

DELYVERY HOSE

PACKAGING

CODE
WEIGHT PACKAGING N. BOX / EUROPALLET

KG LBS MM INCH PCS/BOX

WITHOUT HOSE
F0033250A 2,1 4,6 350X170X140 - 1 50 100

WITH HOSE
F0033252A 3,2 7 300X300X180 - 1 50 100

IBC VERSION
F003325B0 3,1 6,8 300X300X180 18,8X11,8X7,1 1 - -

PIUSI HAND PUMP
FEATURES

PIUSI HAND PUMP - IBC VERSION
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IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 PIUSI HAND PUMP
•	 SPOUT
•	 SUCTION PIPE (DRUM VERS.)
•	 DRUM CONNECTOR (DRUM VERS.)
•	 IBC MOUNT BRACKET
•	 SUCTION PIPES (IBC VERS.)
•	 CONNECTOR AF2 (2”/56X4) IBC VERS.
•	 INSTRUCTION MANUAL 

•	 BODY: STAINLESS STEEL,  
		  TECHONOPOLYMER

•	 ROTOR: TECHNOPOLYMER
•	 VANES: TECHNOPOLYMER

SUCTION PIPE2” BSP DRUM CONNECTOR

STAINLESS STEEL SPOUT

Dimensions expressed in millimeters

TYPE OF FLUID SAE10W40

TEMPERATURE 23°C

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

CAPACITY FOR 100 REVOLUTIONS
DRUM

CONNECTOR
IBC

BRACKET
SUCTION 

PIPE
“S” SPOUT 

AND
HOSE TAIL

DELIVERY 
HOSE

LENGHTL USG

WITHOUT HOSE
F0033250A PIUSI HAND PUMP 2” BSP 38 10 2” BSP - YES YES -

WITH HOSE
F0033252A KIT PIUSI HAND PUMP 2” BSP WITH HOSE 38 10 2” BSP - YES - 3M

IBC VERSION
F003325B0 PIUSI HAND PUMP IBC DIESEL/OIL 38 10 - YES YES YES 2,5M

D O

D

D

O

ONEW

IIBC BRACKET
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What are you waiting for?
Be healthier. Be greener.
Be ANY BIODIESEL.

Counting on the well-rooted experience of more 
than 70 years of history in the fluid handling 
sector, PIUSI has developed a dedicated range of 
equipment suitable for transferring, measuring 
and dispensing ANY BIODIESEL
available on the market.

According to a recent survey*, around 60%
of interviewed declared that are not sure about 
the blending rate of the Biodiesel that are using 
within their activities. To avoid any possible misun-
derstanding or doubt, all the PIUSI pumps, nozzle, 
meters and dispenser of the ANY BIODIESEL 
range works at the maximum efficiency
with ANY BLEND:

Standard diesel can contain
up to 7% of Biodiesel: 

that’s why it’s known as B7. 
B20 or B100 means that

the percentage of biodiesel is 20% 
or 100% OF FUEL PRODUCED

FROM RENEWABLE RAW 
MATERIALS, PRIMARILY

FROM RAPESEED.

Did you know?

• avoiding any possible breakdown due
   to the usage of not-clear mixing;

• reducing time and costs associated to the     	
   purchase of specific equipment;
 

• guaranteeing the same professional 
   performance and top-quality of all PIUSI    	
   equipment;

•  PIUSI range is suitable for Biodiesel no  
   matter blend rate, raw material type,
   nor creation process. Valid for Biodiesel made
   from erapeseed oil, palm oil, used cooking oil,      	
   soya oil, animal fats and sunflower oil.
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The single most important Biodiesel producer is the European Union,
which accounts for 33% of global output of nearly
46 million tonnes in 2019.

In the EU, Biodiesel is the most consumed
renewable energy in the transport sector.
The top 5 consumers are: Germany, France, 
Spain, Italy and Sweden (2020).
 
Together they account for 64% of the
total EU biodiesel consumption
in the transport sector.

Biodiesel production in key EU countries, in 2019.
In million  tonnes. Source: FAS (USDA Foreign Agricultural Service)
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NEW PRODUCTS 2022

The PIUSI PANTHER AC is a versatile self-priming rotary electric vane 
 transfer pump available in three versions (56 - 72 - 90) particularly suitable  
for dispen-sers, fixed fuel transferring system and other industrial applications.  
It is equip-ped with a by-pass valve and an incorporated filter to stop impurities.

•	COMPACT AND STURDY DESIGN
•	READY TO USE
•	EASY TO INSTALL
•	INTEGRATED FILTER

UP TO

90 L/MIN
FLOW RATE

AC
CONTINUOUS DUTY*

POWER

PACKAGING

CODE
WEIGHT PACKAGING N. BOX / EUROPALLET

KG LBS MM INCH PCS/BOX

PANTHER 56
F00730000 7,4 16,3 345X175X255 - 1 60 84

000731000 7,4 16,3 345X175X255 - 1 60 84

000733000 7,4 16,3 345X175X255 - 1 60 84

PANTHER 72
000732000 7,9 17,4 345X175X255 - 1 60 84

000735000 7,9 17,4 345X175X255 - 1 60 84

F00732B00 7,9 17,4 345X175X255 - 1 60 84

PANTHER 90
F00733020 9,007 19,9 345X175X255 - 1 60 84

FEATURES

PANTHER AC

PANTHER 56 (flanges not included)

PANTHER 72 - PANTHER 90
(flanges included)

PANTHER 72  BIO
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IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW RATE VOLTAGE
RPM

INLET
OUTLET FLANGE

CONNECTION
BY-PASS
VALVE

INLET
FILTER

DUTY 
CICLE

L/MIN GPM SINGLEPHASE 
MOTOR V./HZ

THREEPHASE 
MOTOR V./HZ

PPOWER
WATT

AMP. 
MAX. BSP MINUTE

PANTHER 56
F00730000 PANTHER 56 230/50 56 15 230/50 - 350 3 2900 1” - YES YES

000731000 PANTHER 56 230/60 70 18 230/60 - 500 3,9 3400 1” - YES YES

000733000 PANTHER 56 400/50 56 15 - 400/50 500 1,3 2900 1” - YES YES

PANTHER 72
000732000 PANTHER 72 230/50 72 19 230/50 - 500 4,2 2900 1” YES YES YES

000735000 PANTHER 72 400/50 72 19 - 400/50 500 1,6 2900 1” YES YES YES

F00732B00 PANTHER 72 230V/50HZ B100 72 19 230/50 - 500 4,2 2900 1" YES YES YES

PANTHER 90
F0073302A PANTHER 90 230/50 90 23,8 230/50 - 700 4,9 2900 1” YES YES YES 30

•	 PANTHER AC PUMP
•	 INSTRUCTION MANUAL

•	 BODY: CAST IRON 
•	 ROTOR: SINTERED STEEL
•	 VANES: TECHNOPOLYMER  
•	 SHAFT: STEEL
•	 SEAL:NBR/VITON (FKM) 

VANE ROTOR INTEGRATED FILTER

UPON REQUEST IT IS AVAILABLE WITH DIFFERENT VOLTAGES AND 60 HZ FREQUENCY. (*) EXCEPT PANTHER 90

Dimensions expressed in millimeters

TYPE  OF FLUID DIESEL

TEMPERATURE 20°C

D

D

D

D

D

D

D

TANKPUMP

> MAX 6M (20FT),
> SUCTIO N HOSE Ø 1” MIN,
> MAX SUCTION HEIGHT:

- 2M (7FT) W/O NON RETURN VALVE
- 4M (14FT) W NON RETURN VALVE

Q
 = 
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O

W
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E 
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M
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.)

P = TOTAL PRESSURE (BAR)

NEW
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E80/E120

E120 BIO
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PERFORMANCE

NEW PRODUCTS 2022

The PIUSI E80 and E120 are self-priming rotary electric vane pumps, compact 
and easy to install, suitable to meet all those use requirements needing 
a high-performance and long lasting product.  
The sturdy structure along with the thermal protection and the top-quality com-
ponents allow its use at low working temperatures.

•	VERSATILITY 
•	STURDY STRUCTURE
•	LONG LASTING
•	REASY TO USE 
•	THERMAL PROTECTION

UP TO

100 L/MIN
FLOW RATE

AC
CONTINUOUS DUTY

POWER

E80 / E120
FEATURES

PACKAGING

CODE
WEIGHT PACKAGING N. BOX / EUROPALLET

KG LBS MM INCH PCS/BOX

E80
000305000 10,26 22,6 355X185X285 - 1 60 72

000307000 10,26 22,6 355X185X285 - 1 60 72

E120
000326000 13,25 29,2 355X185X285 - 1 60 72

000312000 13,25 29,2 355X185X285 - 1 60 72

F00326B00 13,25 29,2 355X185X285 - 1 60 72
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IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 E80/E120 PUMP
•	 FLANGED CONNECTION
•	 INSTRUCTION MANUAL

•	 BODY: CAST IRON
•	 ROTOR: SINTERED STEEL 
•	 VANES: ACETAL RESIN
•	 SEAL: NBR/VITON (FKM)
•	 SHAFT: STEEL

FLANGED CONNECTIONVANE ROTOR
TYPE OF FLUID DIESEL

TEMPERATURE 15°C
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P = TOTAL PRESSURE (BAR)

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW RATE VOLTAGE
RPM

INLET
OUTLET FLANGED

CONNECTION
BYPASS
VALVE

INLET
FILTERL/MIN GPM SINGLEPHASE 

MOTOR V./HZ
THREEPHASE 
MOTOR V./HZ

POWER
WATT

AMP. 
MAX. BSP

E 80
000305000 E 80 M 70 18 230/50 - 500 3,5 1400 1” YES YES NO

000307000 E 80 T 70 18 - 400/50 550 1,6 1450 1” YES YES NO

E 120
000326000 E 120 M 100 26 230/50 - 750 5,7 1450 1” YES YES NO

000312000 E 120 T 100 26 - 400/50 750 2,2 1450 1” YES YES NO

F00326B00 E 120/M + INT. FLANGE D.80 B100 100 26 230/50 - 750 5,7 1450 1” YES YES NO

D

D

D

D

DNEW

TANKPUMP

> MAX 6M (20FT),
> SUCTIO N HOSE Ø 1” MIN,
> MAX SUCTION HEIGHT:

- 2M (7FT) W/O NON RETURN VALVE
- 4M (14FT) W NON RETURN VALVE

Dimensions expressed in millimeters
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BP3000

BP3000 BIO

BP3000 INLINE
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PERFORMANCE

NEW PRODUCTS 2022

The PIUSI BP3000 is a long-lasting, self-priming vane pump. Powerful, versatile 
and compact, it is equipped with a built-in by-pass valve. Available in both 12V and 
24V versions, it represents the core of the PIUSI range of pumps for on-board 
applications, particularly in the off-road and earthmoving machinery industry.

•	VERSATILE
•	ON BOARD APPLICATION
•	 EMC COMPATIBILITY
•	VIBRATION RESISTANT
•	IP55

30 MIN
DUTY CICLE

UP TO

50 L/MIN
FLOW RATE

UP TO

4MT
SELF-PRIMING

DC
VOLTAGE

POWER

BP3000

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PCS/BOX

F00342000 3,5 7,9 200X120X140 7,9X4,7X5,5 1

F00347000 3,5 7,9 200X120X140 7,9X4,7X5,5 1

F00357000 3,5 7,9 200X120X140 7,9X4,7X5,5 1

F00357500 3,5 7,9 200X120X140 7,9X4,7X5,5 1

F00358000 3,5 7,9 200X120X140 7,9X4,7X5,5 1

F00358500 3,5 7,9 200X120X140 7,9X4,7X5,5 1

F00342B00 3,5 7,9 200X120X140 7,9X4,7X5,5 1

FEATURES



17

A B D O WGF KA GR WSAd

204

13
0

110

147 78

113

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 BP3000 PUMP
•	 INSTRUCTION MANUAL

•	 BODY: CAST IRON
•	 ROTOR: SINTERED STEEL
•	 VANES: ACETAL RESIN
•	 SEAL: NBR/VITON (FKM)
•	 SHAFT: STEEL

IN-LINE VERSION AVAILABLEVANE ROTOR

CONNECTION KIT

Dimensions esxpressed in millimeters

TYPE OF FLUID DIESEL

TEMPERATURE 20°C

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW RATE VOLTAGE DUTY CICLE
RPM

THREADED 
PORTS

BSP

MAX WORKING 
PRESSURE

BARL/MIN GPM DC VOLT POWER 
WATT

AMP. 
MAX. MINUTES

F00342000 BP3000 12V 50 13 12 300 24 30 2900 - 1,5

F00347000 BP3000 24V 50 / 30 13 / 6 24/12 310 / 80 13 / 6,5 30 2900 / 1500 - 1,5

F00357000 BP3000 12V INLINE 50 13 12 300 24 30 2900 - 1,5

F00357500 BP3000 12V INLINE 3/4’ BSP 50 13 12 300 24 30 2900 3/4” 1,5

F00358000 BP3000 24V INLINE 50 / 30 13 / 6 24/12 310 / 80 13 / 6,5 30 2900 / 1500 - 1,5

F00358500 BP3000 24V INLINE 3/4’ BSP 50 / 30 13 / 6 24/12 310 / 80 13 / 6,5 30 2900 / 1500 3/4” 1,5

F00342B00 BP3000 12V B100 50 13 12 300 24 30 2900 - 1,5

D
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TANKPUMP

> MAX 6M (20FT),
> SUCTIO N HOSE Ø 1” MIN,
> MAX SUCTION HEIGHT:

- 2M (7FT) W/O NON RETURN VALVE
- 4M (14FT) W NON RETURN VALVE
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The PIUSI BATTERY KIT is a portable transfer unit with a self-priming electric 
vane pump. Its modular composition allows users to have different pumps ac-
cor-ding to the required flow rates and different applications. It is equipped with 
a fixed brush motor with permanent magnet stator and terminal board with swi-
tches and fuses to protect against overload. It is always supplied with integrated 
nozzle and a set of accessories.

•	VERSATILITY
•	MOBILE AND READY TO USE
•	ON/OFF SWITC

30 MIN
DUTY CICLE

UP TO

80 L/MIN
FLOW RATE

UP TO

2MT
SELF-PRIMING

12/24V
VOLTAGE

POWER

BATTERY KIT

BATTERY KIT 3000

FEATURES

PACKAGING

CODE
WEIGHT PACKAGING N. BOX / EUROPALLET

KG LBS MM INCH PCS/BOX

BATTERY KIT 3000
F0022500C 7,8 17,3 300X300X180 - 1 50 100

F0022600C 7,8 17,3 300X300X180 - 1 50 100

F00225410 7,8 17,3 300X300X180 - 1 50 100

F00226380 7,8 17,3 300X300X180 - 1 50 100

F00225B00 7,8 17,3 300X300X180 - 1 50 100

BATTERY KIT PANTHER
F0034003B 7,8 17,3 300X300X180 - 1 24 36

F0034103C 7,8 17,3 300X300X180 - 1 24 36

F0034006B 12,5 27,6 330057X357X275 - 1 24 36

F00341220 13 28,7 357X357X275 - 1 24 36

F0034106C 12,5, 27,6 357X357X275 - 1 24 36

BATTERY KIT BIPUMP
F00363280 18 39,7 480X370X265 - 1

BATTERY KIT OIL
F00309060 7,8 17,3 300X300X180 - 1 50 100

F00310070 7,8 17,3 300X300X180 - 1 50 100

PERFORMANCE
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ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 PUMP
•	 SUCTION HOSE
•	 DELIVERY HOSE
•	 HANDLE
•	 NOZZLE
•	 MESH FILTER AND CONNECTIONS
•	 CABLES
•	 INSTRUCTION MANUAL 

•	 DEPENDING ON PUMP MODEL,  
       SEE REFERRED PAGES

ON/OFF SWITCH HANDLE

DRUM KIT AVAILABLEELECTRIC CABLE WITH 
CLAMPS

BATTERY KIT 3000 INLINE

BATTERY KIT OIL

BATTERY KIT BIPUMP

BATTERY KIT PANTHER

COMPONENTS

IN THE BOX

DETAILS

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW RATE VOLTAGE FUSES
CAPACITY PUMP DUTY

CYCLE NOZZLE HOSE
CHECK 
FILTER

L/MIN GPM AC V./HZ
DC VOLT

POWER
WATT

AMP. 
MAX. AMPERE TYPE MINU-

TES TYPE LEN-
GHT. Ø

BATTERY KIT 3000
F0022500C BATTERY KIT 3000 12V 50 13 12 220 22 25 BP3000 30 SELF 2000 4M 3/4” YES

F0022600C BATTERY KIT 3000 24V 50 13 24 310 13 15 BP3000 30 SELF 2000 4M 3/4” YES

F00225410 BATTERY KIT 3000 INLINE 12V 50 13 12 220 22 25 BP3000 30 SELF 2000 4M 3/4” YES

F00226380 BATTERY KIT 3000 INLINE 24V 50 13 24 310 13 15 BP3000 30 SELF 2000 4M 3/4” YES

F00225B00 BATTERY KIT 3000/12V B100 50 13 12 220 22 25 BP3000 BIO 30 SELF 2000 BIO 4M 3/4” YES

BATTERY KIT PANTHER
F0034003B BATTERY KIT PANTHER 12V 56 15 12 300 35 40 PANTHER DC 30 SELF 2000 4M 3/4” YES

F0034103C BATTERY KIT PANTHER 12-24V 35/70 9/18 24/12 420/150 25/16 30 PANTHER DC 30 SELF 2000 4M 3/4” YES

F0034006B BATTERY KIT PANTHER 12V 56 15 12 420 35 40 PANTHER DC 30 SELF 2000 5M 3/4” YES

F00341220 BATTERY KIT PANTHER 12-24V 35/70 9/18 12/24 600/200 25/16 30 PANTHER DC 30 A60 5M 3/4” YES

F0034106C BATTERY KIT PANTHER 12-24V 35/70 9/18 12/24 600/200 25/16 30 PANTHER DC 30 SELF 2000 5M 3/4” YES

BATTERY KIT BIPUMP
F00363280 BATTERY KIT BIPUMP 12V 80 21 12 300 22 40 BIPUMP DC 30 A120 6M 3/4” YES

BATTERY KIT OIL
F00309060 BATTERY KIT VISCOMAT 12V 10 3 12 300 22 40 VISCOMAT DC 30 SELF 3000 4M 3/4” YES

F00310070 BATTERY KIT VISCOMAT 24V 10 3 24 300 18 30 VISCOMAT DC 30 SELF 3000 4M 3/4” YES

D

D

D

D

D

D

O

O

D

D

D

D

DNEW
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The PIUSI K33 and K44 are the bestseller mechanical meters in this market. 
Reliable, easy to install and to calibrate, they are equipped with a nutating disk 
that allows them to be installed in all four flow directions. The display is available 
in both three or four digits, according to the model chosen.

•	READY TO USE
•	BUSRSTING PRESSURE 30 BAR
•	NO BATTERY NEEDED   
•	EASY TO INSTALL AND 

CALIBRATE   
•	4 FLOW DIRECTION

±1%
ACCURACY

20-120
L/MIN

FLOW RATE

10 BAR
MAX OPERATING

PRESSURE

K33 / K44 

PACKAGING

CODE
WEIGHT PACKAGING N. BOX / EUROPALLET

KG LBS MM INCH PCS/BOX

000550000 2,06 4,55 180X180X170 - 1 192 240

000551000 2,06 4,55 180X180X170 - 1 192 240

000552000 2,06 4,55 180X180X170 - 1 192 240

000553000 2,06 4,55 180X180X170 - 1 192 240

000560000 2,08 4,58 180X180X170 - 1 192 240

000561000 2,08 4,58 180X180X170 - 1 192 240

000562000 2,08 4,58 180X180X170 - 1 192 240

000563000 2,08 4,58 180X180X170 - 1 192 240

F00550B00 2,06 4,55 180X180X170 - 1 192 240

PULSER
00056500A 2,14 4,73 180X180X170 - 1 192 240

0,3%
REPEATIBILITY

FEATURES

K33

K44

K33 BIO
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DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 K33 / K44 METER
•	 INSTRUCTION MANUAL

•	 BODY: ALLUMINIUM
•	 NUTATING DISK CHAMBER: TECHNOPOLYMER
•	 SEAL: NBR/VITON (FKM)

4 FLOW DIRECTIONSNUTATING DISK SYSTEM

Dimensions expressed in millimeters

TYPE OF FLUID DIESEL

TEMPERATURE 16°C

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW
DIRECTION

FLOW RATE PRESSURE PULSER
INLET / OUTLET

L/MIN GPM BAR PSI P/L 
(P/GAL)

000550000 K33 VER. A 20 - 120 5 - 32 10 142 - 1” BSP

000551000 K33 VER. B 20 - 120 5 - 32 10 142 - 1” BSP

000552000 K33 VER. C 20 - 120 5 - 32 10 142 - 1” BSP

000553000 K33 VER. D 20 - 120 5 - 32 10 142 - 1” BSP

000560000 K44 VER. A 20 - 120 5 - 32 10 142 - 1” BSP

000561000 K44 VER. B 20 - 120 5 - 32 10 142 - 1” BSP

000562000 K44 VER. C 20 - 120 5 - 32 10 142 - 1” BSP

000563000 K44 VER. D 20 - 120 5 - 32 10 142 - 1” BSP

F00550B00 K33 1" BSP VER.A B100 20 - 120 5 - 32 10 142 - 1” BSP

PULSER
00056500A K44 PULSER 20 - 120 5 - 32 10 142 10 (38) 1” BSP

D
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K150

K150 BIO

22

PERFORMANCE

NEW PRODUCTS 2022

K150

•	HEAVY DUTY CONDITIONS
•	HIGH FLOW RATE
•	BURSTING PRESSURE 28 BAR 
•	EASY READING
•	4 FLOW DIRECTIONS

± 1%
ACCURACY

0,3%
REPEATABILITY

UP TO

25-150
L/MIN

FLOW RATE

3,5 BAR
MAX

OPERATING PRESSURE

PACKAGING

CODE
WEIGHT PACKAGING BOX/EUROPALLET

KG LBS MM INCH PCS/BOX

F00554A00 2,38 5,25 185X185X170 7,28X7,28X6,69 1 192 240

F00554B00 2,38 5,25 185X185X170 7,28X7,28X6,69 1 192 240

F00554C00 2,38 5,25 185X185X170 7,28X7,28X6,69 1 192 240

F00554D00 2,38 5,25 185X185X170 7,28X7,28X6,69 1 192 240

F00554B10 2,38 5,25 185X185X170 7,28X7,28X6,69 1 192 240

K150 is expressly engineered to meet the market requirements of a meter sui-
table for flow rates superior than 120 l/min and that can be used both for fluids 
such as diesel and biodiesel, as well as in potentially explosives atmosphere; with 
gasoline for example. K150 is easy to calibrate and ready to use; its aluminium 
cover and sturdy body make this meter suitable for a wide arrange of application 
while gua-ranteeing the same precision and quality that have always featured PIUSI 
equip-ment. The mechanical display allows to read quickly the quantity dispensed. 
It can be installed everywhere thanks to the (optional) 1,5” flange kit.

FEATURES
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IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

Dimensions expressed in millimeters

TYPE OF FLUID DIESEL

TEMPERATURE 16°C

•	 K150 METER
•	 INSTRUCTION MANUAL

•	 BODY AND COVER: ALUMINIUM
•	 NUTATING DISK CHAMBER: TECHNOPOLYMER
•	 SEAL: NBR/VITON (FKM)

4 FLOW DIRECTIONS

METALLIC COVER

NUTATING DISK

TECHNICAL DATA

CODE DESCRIPTION FLUIDS TYPE
FLOW RATE

FLOW
DIRECTIONS

PRESSURE INLET/OUTLET

L/MIN GPM BAR PSI BSP

F00554A00 K150 METER LITERS - 1" BSP VER.A 25-150 6,6-40 ◄ 3,5 50 1" BSP

F00554B00 K150 METER LITERS - 1" BSP VER.B 25-150 6,6-40 ▲ 3,5 50 1" BSP

F00554C00 K150 METER LITERS - 1" BSP VER.C 25-150 6,6-40 ▼ 3,5 50 1" BSP

F00554D00 K150 METER LITERS - 1" BSP VER.D 25-150 6,6-40 ► 3,5 50 1" BSP

F00554B10 K150 - 1" BSP VER.A B100 25-150 6,6-40 ◄ 3,5 50 1" BSP

D

D

D

D

DNEW
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PERFORMANCE

NEW PRODUCTS 2022

The PIUSI K24 is a turbine digital flow meter specifically designed for diesel. Easy 
to install in-line or at the end of a delivery pipe, it is equipped with a rotatable 
display. This meter is available both with aluminium or technopolymer body.•	BURSTING PRESSURE 100 BAR

•	LCD DISPLAY
•	FLOW RATE INDICATION 
•	EASY TO CALIBRATE

± 1%
ACCURACY

7-120
L/MIN

FLOW RATE

0,2%
REPEATABILITY

20 BAR
MAX

OPERATING PRESSURE

K24
FEATURES

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PCS/BOX

K24
F0040700A 0,5 1,1 BLISTER BLISTER 1

F00408100 0,5 1,1 BLISTER BLISTER 1

K24 PULSER
F0040722A 0,5 1,1 115X160X135 4,5X6,3X5,3 1



25

A B D O WGF KA GR WSAd

Q
 = 

FL
O

W
 R

AT
E 

(L
IT

ER
S/

M
IN

)

P = TOTAL PRESSURE (BAR)

75

60
,5

112,5

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 K24 METER
•	 SOCKET F/F
•	 INSTRUCTION MANUAL

•	 BODY: ALUMINIUM
•	 GEARS: TECHNOPOLYMER

BI-DIRECTIONALROTABLE DISPLAY

TURBINE PULSE  METER SOCKET F/F

UPON REQUEST AVAILABLE IN NPTF VERSION AND DISPLAY IN GALLON/QUARTER OR PRINT N° 2X1,5V 
BATTERY INCLUDED

Dimensions expressed in millimeters

TYPE OF FLUID DIESEL

TEMPERATURE 16°C

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW RATE PRESSURE BATTERY
FLANGE INLET / OUTLET

L/MIN GPM BAR PSI 2X AAA BATTERY 1,5V
(INCLUDED)

K24
F0040700A K24 METER M/MF LITER BLACK 1INBSP 7 - 120 2 - 32 10 150 YES NO M 1” BSP - M 1” BSP

F00408100 K24 M/F 1” BSP 7 - 120 2 - 32 20 300 YES NO M 1” BSP - F 1” BSP

K24 PULSER
F0040722A K24 PULSER M/MF LITER BLACK 1INBSP 7 - 120 2 - 32 10 150 NO NO M 1” BSP - M 1” BSPD

D

D
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PERFORMANCE

NEW PRODUCTS 2022

PIUSI ST WITH METER AND FILTER is a range of dispensers particularly suited 
for all applications in which a filtration is required. The stations integrate PIUSI 
CLEAR or WATER CAPTOR FILTERS and are available with mechanical meter 
K33 or electronic meter K24/K600 B/3. They come with integrated check valve 
and 4-meter delivery hose.

•	READY TO USE
•	VERSATILE
•	EASY TO INSTALL
•	COMPACT DESIGN 
•	FILTRATION GUARANTEED  
•	AVAILABLE WITH DIFFERENT 

PUMPS

± 1%
ACCURACY

UP TO 

90 L/MIN
FLOW RATE

UP TO

6MT
LENGHT

DELIVERY HOSE

AC
CONTINUOUS DUTY

POWER

ST WITH METER AND FILTER

ST PANTHER 56, K33, 
A60 E CLEAR CAPTOR

ST PANTHER 72, K33, 
A70 -  BIODIESEL FILTER

ST PANTHER 56, K33,  
A60 E WATER CAPTOR

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PCS/BOX

F00386F0A 25 55 580X380X320 22,8X15X12,6 1

F00265F0A 26 57 580X380X320 22,8X15X12,6 1

F00395F0A 32 71 545X435X340 21,5X17,1X13,4 1

F00386F60 22 48 380X380X480 15X15X18,9 1

F00386R70 22 48 380X380X480 15X15X18,9 1

F00265F40 26 57 580X380X320 22,8X15X12,6 1

F00265S80 26 57 580X380X320 22,8X15X12,6 1

F00395F60 32 71 545X435X340 21,5X17,1X13,4 1

F00265S20 18 40 480X370X260 18,9X14,6X10,2 1

F00265R70 18 40 480X370X260 18,9X14,6X10,2 1

F00395B00 29 63 560X450X370 22X17X14,5 1

F00265B00 21 46 580X400X340 22,8X15,7X13,3 1

FEATURES
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DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 ST WITH METER AND FILTER  
•	 METER
•	 FILTER 
•	 DELIVERY HOSE
•	 NOZZLE
•	 NOZZLE HOLDER 
•	 INSTRUCTION MANUAL

•	 PUMPS:
		  PANTHER AC	  		
		  E80/E120			 

•	 NOZZLE:
		  PISTOLA AUTOM.		

•	 METER:
		  K33				  
		  K24				  
		  K600 B/3			 

•	 FILTER
		  WATER CAPTOR		

MAN. / AUTOM.  NOZZLEWATER CAPTOR  FILTER  
/ BIODIESEL FILTER

Dimensions expressed in millimeters

COMPONENTI

AVAILABLE WITH DIFFERENT PUMPS AND METERS

K24 / K600 B/3 METER K33 METER

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW RATE VOLTAGE METER NOZZLE FILTER DELIVERY HOSE SUCTION HOSE INLET

L/MIN GPM AC V./HZ
DC VOLT

POWER
WATT

AMP. 
MAX. TYPE TYPE H20 

FILTER
BIO-
DIE-
SEL

LENGTH Ø LENGTH BSP

F00386F0A ST PANTHER 56 FILTER + A60 52 14 230/50 350 3 K33 A60 YES NO 6M 3/4” 4M 1”

F00265F0A ST PANTHER 72 FILTER + A60 70 18 230/50 500 4,2 K33 A60 YES NO 6M 3/4” 4M 1”

F00395F0A ST E120 FILTER + A120 85 22 230/50 1150 5,7 K33 A120 YES NO 6M 1” 4M 1”

F00386F60 ST PANTHER 56 FILTER + A60 52 14 230/50 350 3 K33 A60 YES NO 6M 3/4” - -

F00386R70 ST PANTHER 56 + CLEAR CAPTOR + A60 52 14 230/50 350 3 K33 A60 YES NO 6M 3/4” - -

F00265F40 ST PANTHER 72 FILTER + A60 70 18 230/50 500 4,2 K33 A60 YES NO 6M 3/4” - -

F00265S80 ST PANTHER 72 K600 B/F/6T/PA60 70 18 230/50 500 4,2 K600 B/3 A60 YES NO 6M 1” - -

F00395F60 ST E 120 FILTER + A120 85 22 230/50 1150 5,7 K33 A120 YES NO 6M 1” - -

F00265S20 ST PANTHER 72 FILTER + K24 METER 70 18 230/50 500 4,2 K24 A80 YES NO 6M 3/4” - -

F00265R70 ST PANTHER 72 + CLEAR CAPTOR + A80 70 18 230/50 500 4,2 K24 A80 YES NO 6M 1” - -

F00395B00 ST E120 K150/F/6MT/PA120 B100 85 22 230/50 1150 5,7 K150 BIO A120 BIO NO YES 6M 1" - -

F00265B00 ST PANTHER 72 K33/F/6MT/PA70 B100 70 18 230/50 500 4,2 K33 BIO A70 BIO NO YES 6M 3,4" - -

D

D

D

D

D

D

D

D

D

D

D

D

NEW

NEW

AC PUMP - PANTHER 56/72
PANTHER 72 BIO

AC PUMP - E120
E120 BIO

AUTOMATIC NOZZLES
AUTOMATIC NOZZLES BIO

MECHANICAL METER - K33
K33 BIO ELECTRONIC METER. - K24 ELECTRONIC METER  - K600 B/3
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PERFORMANCE

NEW PRODUCTS 2022

Among the range of nozzles for fuel dispensing,  PIUSI A60/AA70/A80/A120/
A120 BIO/A140 consist of a range of automatic devices for flow rates up to 140 l/
min fitted with an inner device that automatically stops the fluid dispensing when 
the tank is full. These nozzles also include a swivel connector.

•	AUTOMATIC
•	READY TO USE
•	STURDY DESIGN

A60/A70

24MM
SPOUT

UP TO 

140 L/MIN
FLOW RATE

A80/A120/A120 BIO 
/A140

29MM
SPOUT

1” BSP
INLET

A60 / A70 / A80 / A120 / A140
FEATURES

PACKAGING
CODE WEIGHT PACKAGING BOX/EUROPALLET

WITHOUT
SWIVEL

WITH
SWIVEL KG LBS MM INCH PCS/BOX

A60
- F00603060 1,25 2,76 360X360X280 14X14X11 1 - -
- F00602020 1,20 2,65 360X360X280 14X14X11 1 - -
- F00613A00 1,30 2,87 360X360X280 14X14X11 1 - -
- F00870010 1,70 3,74 360X360X280 14X14X11 1 - -

A80
- F00604030 1,93 4,25 360X360X280 14X14X11 1 - -

A120
- F00610020 1,93 4,25 360X360X280 14X14X11 1 - -
- F00614A00 1,65 3,64 360X360X280 14X14X11 1 - -
- F00610B00 360X360X280 14X14X11 1 - -

A140
F00610200 - 2,00 4,41 460X200X80 181X78X31 1 - -

A70
- F00603B00 360X360X280 14X14X11 1 - -
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IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 A60/A70/A80/A120/A120 BIO/A140 NOZZLE

•	 BODY: ALUMINIUM
•	 SEAL: NBR/VITON (FKM)
•	 SWIVEL: BRASS/NICKEL PLATED
•	 SPOUT: ALUMINIUM/INOX

Dimensions expressed in millimeters

TYPE OF FLUID DIESEL

TEMPERATURE 10/20 °C

F 1” SWIVELAUTOMATIC STOP

TECHNICAL DATA
CODE

DESCRIPTION FLUIDS TYPE
FLOW RATE INLET SPOUT

WITHOUT 
SWIVEL

WITH
SWIVEL L/MIN GPM WITHOUT

SWIVEL BSP
WITH

SWIVEL BSP EXT. Ø MM

A60
- F00603060 PISTOLA AUTOM. A60 W/SWIVEL 3/4” BSP 60 16 F3/4” F1” 20
- F00602020 AUTO NOZZLE A60 W/SWIVEL 3/4” UNLEADED 60 16 F3/4” F1” 20
- F00613A00 AUTO NOZZLE A60 EN 13012 W/SWIVEL 3/4” 70 19 F3/4” F1” 24
- F00870010 PISTOLA AUTOM. A60 W/K24 METER BLACK 70 19 - F1” 24

A80
- F00604030 PISTOLA AUTOM. A80 W/SWIVEL 1” BSP 90 24 - F1” 29

A120
- F00610020 PISTOLA AUTOM. A120 W/SWIVEL 1” BSP 120 32 - F1” 29
- F00614A00 AUTO NOZZLE A120 EN 13012 W/SWIVEL 1” 120 32 - F1” 29
- F00610B00 AUTOMATIC NOZZLE  A120 W/SWIV. 1"BSP B100 120 32 - F1” 29

A140
- F00610200 PISTOLA AUTOM. A140 W/SWIVEL 1” BSP 140 37 - F1” 29

A70
- F00603B00 AUTOMATIC NOZZLE A70 1" BSP B100 70 19 - F1” 24

G

G

G

G

D

D

D

D

D

D

D

D

D

D

NEW

NEW

A60 / A70 / A80 / A120 / A140

A60/A70
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PERFORMANCE

NEW PRODUCTS 2022

SELF 3000 DIESEL/GASOLINE

PLASTIC NOZZLE WATER/DIESEL

SELF 2000 BIODIESEL

The PIUSI SELF 2000 / SELF 3000 manual nozzles perform the maximum 
efficiency thanks to the low-flow resistance and the wide range of applications 
including transfer systems run by gravity. They are supplied with removable lever 
protection and connectors.

•	MANUAL
•	VERSATILE
•	HIGH EFFICIENCY
•	LEVER PROTECTION

UP TO

150 L/MIN
FLOW RATE

25MM
SPOUT

SELF 2000 / SELF 3000

SELF 2000 / SELF 3000

PACKAGING

CODE
WEIGHT PACKAGING N. BOX / EUROPALLET

KG LBS MM INCH PCS/BOX

00063900A 0,7 1,5 400X250X200 16X11X7,8 1

00064900A 0,7 1,5 400X250X200 16X11X7,8 1

00064902A 0,7 1,5 400X250X200 16X11X7,8 1

00065001A 0,7 1,5 400X250X200 16X11X7,8 1

00065600A 0,7 1,5 400X250X200 16X11X7,8 1

F00641120 0,7 1,5 400X250X200 16X11X7,8 1

F00641130 0,7 1,5 400X250X200 16X11X7,8 1

F0065000A 0,7 1,5 400X250X200 16X11X7,8 1

F00650020 0,7 1,5 400X250X200 16X11X7,8 1

F0063000A 0,3 0,7 - - 1

F00641B00 0,7 1,5 400X250X200 16X11X7,8 1

FEATURES
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DETAILS

MATERIALS

DIMENSIONS

CHART

ANY BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 SELF 2000 / SELF 3000 NOZZLE
•	 INSTRUCTION MANUAL

•	 BODY: ALLUMINIO
•	 SEAL: NBR/VITON (FKM)
•	 SWIVEL: BRASS/NICKEL PLATED

TIPO DI FLUIDO DIESEL

TEMPERATURA 18°C

TECHNICAL DATA

CODE DESCRIPTION FLUIDS TYPE
FLOW RATE INLET SPOUT

L/MIN GPM SWIVEL Ø BSP EXT. Ø MM

00063900A SELF 2000 1” BSP UNLEADED 120 32 FEMALE 1” BSP 20

00064900A SELF 2000 3/4” BSP 120 32 FEMALE 3/4” BSP 25

00064902A SELF 2000 3/4” BSP UNLEADED 120 32 FEMALE 3/4” BSP 20

00065001A SELF 3000 1” BSP UNLEADED 150 40 FEMALE 1” BSP 20

00065600A SELF 2000 1” BSP SPOUT 25 MM 120 32 FEMALE 1” BSP 25

F00641120 SELF 2000 W/HOSE TAIL D.20 SPOUT 25 MM 120 32 FEMALE 3/4” BSP 25

F00641130 SELF 2000 1” BSP 120 32 FEMALE 1” BSP 25

F0065000A SELF 3000 1” BSP LEADED SPOUT 150 40 FEMALE 1” BSP 25

F00650020 SELF 3000 1” BSP LEADED SPOUT S/P 150 40 FEMALE 1” BSP 25

F0063000A PLASTIC NOZZLE BLACK W/SWIVEL 1” BSP 80 21 FEMALE 1” BSP 34

F00641B00 SELF 2000 1" BSP B100 120 32 FEMALE 1” BSP 20

D O W

GD O W

D O

D O

D O

GD O

D O

G

G

D O

D O

D O

NEW

ROTATING SWIVELLEVER PROTECTION

Dimensions expressed in millimeters
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PERFORMANCE

NEW PRODUCTS 2022

SQUALO35 is the first submersible pump for AdBlue® to have been especially 
developed and tested for distribution systems. A centrifugal pump fitted with a 
turbine regenerator with non-return valve and a built-in innovative pressure  
regulation system that optimises flow rate performance levels. Consistent flow 
rate and accuracy during delivery dramatically reduce energy consumption levels.  
The compact size and special pump design make for easy installation and  
near complete emptying of the intended installation tank. 
SUBLOCK is guaranteed IP55 on the top and is made of advanced technopolymer,
with the exeption for other parts that need extra robustness that are stainless 
steel. It integrates an anti-syphon system.
Moreover, it represents the safest way to fix tthe SQUALO35 pump and related 
items to the tank. A practical pump hanging system that helps to prevent any tran-
sport damage to the tank, as it avoids impacts caused by movements or vibrations.

It has been engineered to be fully compatible with most tanks available on the 
market.

•	HEAVY DUTY
•	REGENERATIVE TURBINE
•	INTEGRATED PRESSURE  

REGULATOR
•	BUILT-IN NON RETURN VALVE

30 MM
DEAD LEVEL

UP TO

35 L/MIN
FLOW RATE

AC
VOLTAGE

POWER

SUBLOCK

SQUALO35

FEATURES

SUBLOCK
Junction Cap for hose and cables
SQUALO35-on-tank connection: 

•   delivery hose
•   power
•   level indicator
•   flow meter

SQUALO35 / SUBLOCK

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PEZZI/BOX

F00206020 7 15,4 510X240X150 20X9,4X5,6 1

F00206A00 8,5 18,7 400X290X250 15,7X11,4X9,8 1
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DETAILS

MATERIALS

DIMENSIONS

CHART

DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 SQUALO35
•	 KIT SQUALO35 SUBLOCK
•	 INSTRUCTION MANUAL

•	 BODY: STAINLESS STEEL/TECHNOPOLYMER
•	 TURBINE: TECHNOPOLYMER

5 METERS POWER CORDMESH STRAINER

BUILT-IN NON RETURN VALVE PRESSURE EQUALIZER

Dimensions expressed in millimeters

TYPE OF FLUID WATER

TEMPERATURE 20°C
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NEW

TECHNICAL DATA

CODE DESCRIPTION FLUIDS 
TYPE

WORKING
PRESSURE

FLOW RATE VOLTAGE
DEAD LEVEL POWER CORD

LENGHT
L/MIN GPM AC V/HZ

DC V WATT

F00206020 SQUALO35 230/50 TIMER 1,8 BAR 27 PSI 35 7,7 230/50 560 30 MM 5 M

F00206A00 KIT SQUALO35 SUBLOCK 230/50-60HZ TIMER 1,8 BAR 27 PSI 35 7,7 230/50 560 30 MM 5 M

W

W
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NEW PRODUCTS 2022

Specifically developed for AdBlue® refilling on cars/light commercial vehicle and 
heavy vehicles, SB325_X and SB325_X CAR are patented automatic nozzles by 
PIUSI equipped with break-away system and stainless steel spout.
Designed in compliance with International Standards ISO/ FDIS 22241-4:2009, 
these two innovative automatic nozzles also feature a reliable, ergonomic and 
flexible shell that protects the nozzles against weathering and UV radiation.

The SB325_X CAR has a different shape compared to SB325_X and is 2,4 cm 
shorter, this to allow a better usability and performance in the car/commercial 
vehicle sector. SB325_X CAR is compatible with all PIUSI AdBlue® pumps. 
Use with pumps other than the PIUSI range must be subject to prior verification 
of the system’s flow rate.

•	HEAVY DUTY 
•	VERSATILE
•	BREAK-AWAY SYSTEM
•	ERGONOMIC DESIGN
•	SPECIFIC SPOUT FOR CARS/

LIGHT COMMERCIAL VEHICLES
•	EASY AND PRACTICAL

UP TO

45 L/MIN
FLOW RATE

UP TO

27 L/MIN
FLOW RATE

3,5 BAR
MAX

OPERATING PRESSURE

3 BAR
MAX

OPERATING PRESSURE

SB325_X/SB325_X CAR

SB325_X

SB325_X

SB325_X CAR

SB325_X CAR

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PEZZI/BOX

F0061700A 0,7 1,5 447X178X85 17,6X7X2,5 1

F00617210 1,1 2,4 450X180X70 17,7X7X2,7 1

FEATURES



37

A B D O WGF KA GR WSAd

SB325_X
SB325_X CAR

SB325_X / SB325_X CAR

396 SB325_X

372 SB325_X CAR

51 ø1
9

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 SB325_X / SB325_X CAR NOZZLE
•	 INSTRUCTION MANUAL

•	 SPOUT: STAINLESS STEEL
•	 BODY: TECHNOPOLYMER

STAINLESS STEEL SPOUT BREAK-AWAY SYSTEM

Dimensions expressed in millimeters

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW RATE
MAGNETIC
ADAPTOR METER

PRESSURE
INLET SWIVEL

SPOUT

L/MIN GPM BAR EXT. Ø

F0061700A AUTOMATIC NOZZLE SB325_X 45 12 NO NO 3,5 3/4” YES 19 MM

F00617210 AUTOMATIC NOZZLE SB325_X CAR 27 7 NO NO 3 3/4” YES 19 MM

W
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P = TOTAL PRESSURE (BAR)

NEW

TYPE OF FLUID WATER

TEMPERATURE #C
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PERFORMANCE

NEW PRODUCTS 2022

The PIUSI SB325_X METER and SB325_X METER CAR are the patented automa-
tic metered nozzles by PIUSI for AdBlue®. They are engineered according to
ISO/ FDIS 22241-4:2009 and composed by an innovative technopolymer casing, 
a break-away system, a stainless steel spout and the K24 meter with 1% accuracy. 

The SB325_X METER CAR has a different shape compared to SB325_X METER 
and is 2,4 cm shorter, this to allow a better usability and performance in the car/
commercial vehicle sector. SB325_X METER CAR is compatible with all PIUSI 
AdBlue® pumps. Use with pumps other than the PIUSI range must be subject to 
prior verification of the system’s flow rate.

•	HEAVY DUTY
•	VERSATILE 
•	BUILT-IN TURBINE METER 
•	BREAK-AWAY SYSTEM 
•	MULTI-FUNCTIONAL DISPLAY
•	SPECIFIC SPOUT FOR CARS/

LIGHT COMMERCIAL VEHICLES
•	EASY AND PRACTICAL

UP TO

45 L/MIN
FLOW RATE

 5-27 L/MIN
FLOW RATE

±1%
ACCURACY

3,5 BAR
MAX

OPERATING PRESSURE

3 BAR
MAX

OPERATING PRESSURE

SB325_X METER/SB325_X METER CAR

SB325_X METER CAR

SB325_X METER

SB325_X METER

SB325_X METER CAR

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PEZZI/BOX

F0061701A 1,0 2,2 447X178X63 17,6X7X2,5 1

F00617220 1,2 2,6 450X180X90 17,7X7X3,5 1

FEATURES
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SB325_X METER
SB325_X METER CAR

SB325_X METER / SB325_X METER CAR

370 SB325_X METER CAR
394 SB325_X METER

80 ø1
9

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 SB325_X METER / 
		   SB325_X METER CAR NOZZLE

•	 INSTRUCTION MANUAL

•	 SPOUT: STAINLESS STEEL 
•	 BODY: TECHNOPOLYMER

MULTI-FUNCTIONAL DISPLAY BREAK-AWAY SYSTEM

Dimensions expressed in millimeters

TYPE OF FLUID WATER

TEMPERATURE 20°C

TECHNICAL DATA
CODE DESCRIPTION FLUIDS

TYPE
FLOW RATE MAGNETIC 

ADAPTOR
METER PRESSURE INLET SWIVEL SPOUT

L/MIN GPM BAR EXT. Ø

F0061701A AUTOMATIC NOZZLE SB325_X METER 45 12 NO YES 3,5 3/4” YES 19 MM

F00617220 AUTOMATIC NOZZLE SB325_X METER CAR 27 7 NO YES 3 3/4” YES 19 MMW
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NEW



40 NEW PRODUCTS 2022

LUBE
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LUBE
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PERFORMANCE

NEW PRODUCTS 2022

The PIUSI EASY WINDSCREEN and PLASTIC MANUAL NOZZLE are manual 
nozzles suitable for the delivery of windscreen and antifreeze. 
They stand out for their minimal design while guaranteeing high performance.
PIUSI EASY WINDSCREEN has been updated with a new stainless steel SPOUT
to better resist to imapcts or mis-uses.

•	LOW WEIGHT
•	ERGONOMIC GRAB
•	READY TO USE

UP TO

150 L/MIN
FLOW RATE

LESS THAN

1KG
WEIGHT

NOZZLE

PLASTIC MANUAL NOZZLE

EASY WINDSCREEN

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PEZZI/PALLET PEZZI/BOX

NOZZLES
F00976W10 0,45 1 203X320X88 8,12,6X31,5 - 1

F0063001A 0,2 0,4 - - - 1

EASY WINDSCREEN
PLASTIC MANUAL NOZZLE
FEATURES



43

A B D O WGF KA GR WSAd

14
0

374

19
0

375

140 180 55

194180

14
7

14
7

459

314

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 PLASTIC MANUAL NOZZLE
•	 EASY WINDSCREEN NOZZLE

•	 BODY: TECHNOPOLYMER
•	 VALVE: VITON

LEVER LOCKLEVER LOCK
TYPE OF FLUID WATER

TEMPERATURE 23 °C

TECHNICAL DATA

CODE DESCRIPTION FLUIDS
TYPE

FLOW RATE WORKING PRESSURE BATTERIES
INLET OUTLET

L/MIN GPM BAR PSI SIZE NO

NOZZLES
F00976W10 WINDSCREEN/ANTIFREEZE NOZZLE+RS+SW - - 25 362 - 1/2” BSP -

F0063001A PLASTIC MANUAL NOZZLE 1 - 80 0,3 - 21 3,4 49 - 3/4” HOSE TAIL -

A
A

WS

WS

NEW

Dimensions expressed in millimeters



EASY K400 WINDSCREEN

K24 SUZZARABLUE MANUAL NOZZLE

K24 SUZZARABLUE MANUAL NOZZLE
EASY K400 WINDSCREEN
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PERFORMANCE

NEW PRODUCTS 2022

FEATURES
•	READY TO USE
•	ERGONOMIC GRAB
•	LOW WEIGHT

The K24 SUZZARABLUE MANUAL NOZZLE and PIUSI EASY WINDSCREEN are 
manual nozzles suitable for the delivery of antifreeze and windscreen washing  
liquid.  They are integrated with the K24 litre counter - the plastic version 
SUZZARABLUE - or K400 the version with EASY WINDSCREEN.
EASY K400 WINDSCREEN is also equipped with non-return valve that prevents 
leakage of the liquid when dispensing is complete. 

3,4/25 BAR
WORKING PRESSURE

UP TO

80 L/MIN
FLOW RATE

± 1%
K24 VERSION

ACCURACY

± 0,5%
K400 VERSION

ACCURACY

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PEZZI/PALLET PEZZI/BOX

METERED NOZZLES
F00870020 1 2,2 300X390X260 11,8X15,4X10,2 - 1

F00976W0B 0,95 2,1 300X390X260 11,8X15,4X10,2 - 1
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K24 SUZZARABLUE 

EASY K400 WINDSCREEN

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

TYPE OF FLUID WATER

TEMPERATURE 23°C

NEW

•	 MANUAL NOZZLE
•	 K24 / K400 METER
•	 INSTRUCTION MANUAL

•	 NOZZLE BODY: TECHNOPOLYMER   
•	 VALVE: VITON  
•	 METER BODY: ALLUMINIUM 
•	 GEARS: TECHNOPOLYMER

TECHNICAL DATA

CODE DESCRIPTION FLUIDS TYPE
FLOW RATE WORKING PRESSURE BATTERIES

INLET OUTLET
L/MIN GPM BAR PSI V

METERED NOZZLES
F00870020 K24 SUZZARABLUE MANUAL NOZZLE 5 - 80 1,3 - 21 3,4 49 2 - -

F00976W0B EASY K400 WINDSCREEN 1 - 30 0,3 - 8 25 362 2 1/2 BSP -

A
A

WS

WS

METER WITH OVAL GEARSAVAILABLE WITH K24

AVAILABLE WITH K400

Dimensions expressed in millimeters



PIUSI HAND PUMP WINDSCREEN & ANTI-FREEZE

PIUSI HAND PUMP FOR OIL
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PERFORMANCE

NEW PRODUCTS 2022

The PIUSI HAND PUMP is a rotary vane pump suitable for transferring low viscosi-
ty oils and diesel. Entirely designed, manufactured and certified in Italy this sturdy 
pump guarantees a professional performance. PIUSI HAND PUMP is also available 
in the version to dispense Windscreen and Anti-Freeze liquids.

•	OPTIMIZED SUCTION CAPACITY
•	STURDY CONNECTOR  
•	HEAVY DUTY LEVER
•	FLUENT REVOLUTION 
•	HIGH EFFICIENCY  
•	ADJUSTABLE SUCTION PIPE
•	DURABILITY 
•	SELECTED MATERIALS
•	100% TESTED

PIUSI HAND PUMP

PACKAGING

CODE
WEIGHT PACKAGING N. BOX/ 

EUROPALLET

KG LBS MM PEZZI/PALLET PEZZI/BOX

F00332500 2,1 4,6 350X170X140 - 1

F00332W00 3,1 6,8 300X300X180 - 1

UP TO

38 L
L/100 REVOLUTIONS

FLOW RATE

AVAILABLE WITH

3M
LENGHT

DELIVERY HOSE

FEATURES



Dimensioni espresse in millimetri
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IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATERBIODIESEL

NEW PRODUCTS 2022

•	 PIUSI HAND PUMP  
•	 SPOUT (OIL VERSION)
•	 DELIVERY HOSE 

		  (WIND & ANTIFREEZE VERSION)
•	 SUCTION PIPE
•	 DRUM CONNECTOR
•	 INSTRUCTION MANUAL

•	 BODY: STAINLESS STEEL,TECHNOPOLYMER
•	 ROTOR: TECHNOPOLYMER
•	 VANES: TECHNOPOLYMER

TECHNICAL DATA

CODE DESCRIPTION FLUIDS TYPE
CAPACITY PER 100

REVOLUTIONS DRUM 
CONNECTOR SUCTION TUBE “S” SPOUT

AND HOSE TAIL

DELIVERY HOSE
LENGHT

L USG M

F00332500 PIUSI HAND PUMP 2” BSP 38 10 2” BSP YES YES -

F00332W00 PIUSI HAND PUMP WINDSCREEN & ANTI FREEZE 38 10 2” BSP YES - 3M

O

NON SLIP HANDLEHIGH QUALITY MATERIALS

SUCTION PIPE

TYPE OF FLUID OIL SAE 10W40

TEMPERATURE 23 °C

Dimensions expressed in millimeters

WSA



PIUSI S.p.A. 
Headquarters 

46029 Suzzara (Mantova) Italy
tel.+39 0376 534561 
fax.+39 0376 536393

e-mail: piusi@piusi.com
www.piusi.com

PIUSI USA, Inc. 
3901 Anglers Avenue

Fort Lauderdale, FL  33312
tel.: 954 584 1552 
fax.: 954 584 1554

Email: piusiusa@piusi.com
www.piusi.com/usa

piusi.com
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SINCE 1953, PIUSI HAS BEEN EMPLOYING ITALIAN ENGINEERING 
SKILLS AT THE SERVICE OF ITS CUSTOMERS, WITH 

PROFESSIONALISM AND INTEGRITY IN ORDER TO BUILD STABLE 
AND LASTING RELATIONSHIPS.

OUR MISSION IS TO PROVIDE SIMPLE, INTELLIGENT AND 
PROFESSIONAL SOLUTIONS FOR THE TRANSFER, DISPENSE AND 
MEASUREMENT OF LUBRICANTS, FUELS AND LIQUIDS, WITH THE 
HIGHEST CONSIDERATION FOR HUMAN AND ENVIRONMENTAL 

HEALTH.
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CERTIFIED
ISO 9001 / ISO 14001 


